VOscope

Thank you for purchasing this product. We take pride in manufacturing to a high standard, and if used in accordance with these instructions, this product

will provide you years of trouble free performance

INSTRUCTIONS FOR:

VideoStik Inspection Scope
VSXX-10WD

IMPORTANT: PLEASE READ THESE INSTRUCTIONS CAREFULLY. NOTE THE SAFE OPERATIONAL
ST REQUIREMENTS WARNINGS AND CAUTIONS. USE THIS PRODUCT CORRECTLY AND WITH CARE FOR THE

PURPOSE FOR WHICH IT IS INTENDED. FAILURE TO DO SO COULD CAUSE DAMAGE AND/OR PERSONAL

INJURY AND WILL INVALIDATE THE WARRANTY. PLEASE KEEP THESE INSTRUCTIONS FOR FUTURE USE.

GENERAL SAFETY INSTRUCTIONS
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INTRODUCTION

The VS 36 is for remote inspection of areas generally inaccessible to the naked eye.
lighting at the end of a water resistant shaft for internal inspection of engines, A/C systems, interior structures of walls, and other
industrial and similiar applications. Imaging and illumination is provided by a full color image sensor and dual solid state LEDs which
are controlled by an on/off rocker switch. The 2.5" full color LCD screen allows the user to observe live video from the distal camera.
The unit is powered by 4 - AA batteries The VS36 is shipped with a protective case for storage. Accessory Mirror allows user to see 90

DO NOT use video inspection scope if dropped and damaged

DO NOT operate near live electrical wires.

DO NOT operate near moving parts such as pulleys, motors, gears, fans, efc.
Be aware of your surrounding environment while using your inspection scope
Wear suitable clothing and be aware of hand placement and body position during inspection.

degrees to axis of the shaft. The Magnet accessory will pick up approx 1/4 Ib.

SPECIFICATIONS

Shaftlength ... Water Resistant
Distal Tip Dia. . 0.42" maximum

W / Accessories . .0.46 maximum
Viewing Angle . .. 55 Degrees
Viewing Distance 0.4" to Infinity
Resolution . ... .. 320 x 240 pixels
Viewing Monitor . . Color 2.5" LCD
Video out port ... .RCA - NTSC signal

Lighting......... Off-L-M-H

Shaft Radius. . . .. 2.5" minimum
Power.......... Alkaline AA batteries (4)
Battery Life .. . ... 4 hrs (Avg)

Storage Temp ... -4F to 158F (-20 to +70)
Operating Temp . . 32F to 113F(0 t0 45)
Accessories. . . .. Mirror and Magnet
Warranty........ 1 year*

The ultimate
inspection tool
designed for the
everyday
professional
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