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FUEL TOTALIZERS - FUEL GAUGES
SHADIN MICROFLO TOTALIZERS

MICROFLO™ functions (fuel flow, fuel used, fuel remaining, and endurance).
The system consists of a panel-mounted indicator, a fuel flow transducer, and
an internal interface to the Loran-C or GPS receiver data output. Available with
either gallons or pounds readouts, and it can be installed on virtually any recip-
rocating or turbine engine by selecting the proper size fuel flow transducer.
Prices vary according to aircraft model.    
MICROFLO-L™ is a breakthrough Computerized Fuel Management System. It
is designed to be connected to the Loran- C or GPS receiver to correlate the
fuel and navigation information and provide real time calculations of: fuel need-
ed to destination, reserve fuel at destination, and cruise efficiency measured in
NM/Gal. (Nautical Miles per Gallon). Prices vary according to aircraft model.
Input Voltage: 12-28VDC, Wt: 8 oz., Dims: 2.25"x2.25" the Microflo system is
the same as Shadin Digiflo-L except it fits in a 2-1/4" panel hole.

Single Eng./Loran-GPS Microflo-L..........P/N 10-24765..........Call for Price
Twin Engine/Loran-GPS Microflo-L ........P/N 10-24767..........Call for Price

SHADIN MINIFLO TOTALIZERS
MINIFLO SYSTEMS - Miniflo is the miniature fuel flow
meter which constantly displays fuel flow in the lower
windows. The fuel used and fuel remaining functions
are continuously computed and can be displayed in the
upper window by pressing the appropriate button. En-

durance (time remaining) can be displayed in the upper window by using the
rotary switch. STC's for most aircraft. Power: 12-28V DC Furnished in gallons
readout (pounds also available). Weight: 31 oz. (meter& transducer). Size:
3.25"x 1.25"x 7.5". Miniflo now provides all features of standard Miniflo system
plus a Loran interface as described in Digiflo above. This gives the pilot
NM/Gal, Gallons to Destination and Gallons of Reserve. Specify aircraft and
engine model on all Miniflo orders.Prices vary according to aircraft model.

Single Engine/Loran GPS Miniflo............P/N 10-24735..........Call for Price
Twin Engine/Loran GPS Miniflo ..............P/N 10-24740..........Call for Price

SHADIN DIGIDATA
DigiData™, is the affordable new generation
Fuel/Air data System that correlates data from
your Loran-C or GPS receiver. DigiData calcu-
lates and displays dynamic, real-time fuel flow,
endurance, consumption, reserve, efficiency, and
now, automatic fuel cost calculations, in a single,
centralized display. Even older Loran units have
the capacity to interface with DigiData, providing
enhanced function that rivals sophisticated avion-
ics. DigiData features include: E-6B Data - pres-
sure altitude, density altitude, outside and true air
temperature, wind aloft, wind component (speed

& direction), indicated and true airspeed, ground speed, mach, and instanta-
neous vertical speed. Fuel Flow - left and right fuel flow, fuel used, fuel remain-
ing, fuel to and reserves at destination, range, cruise efficiency (nautical
mileage), and endurance. Navigation - heading, ground track, and magnetic
variation. Specify aircraft and engine make and model on all DigiData orders.

..........................................................P/N 10-24707............Call for Price

SHADIN DIGIFLOW TOTALIZERS
Digiflo-L is a Digital Fuel Management System
designed to provide complete fuel management
information under real flight conditions without
any manual entry of data (after eztry of the initial
fuel on board information).Digiflo-L is connected
to the engine fuel flow transducer for fuel flow
information and to the Loran-C or GPS receiver
serial port for navigation data (ground speed,
distance and estimated time en route).This sys-

tem is also capable of transmitting the fuel information to the Bendix/King KLN-
88, KLN-90, and Garmin GPS navigation receivers, for additional calculations
and display of fuel management data.
Single Engine/Loran GPS Digiflo ..............P/N 10-02212............Call for Price
Twin Engine/Loran GPS Digiflo..................P/N 10-02213............Call for Price

SHADIN F/ADC-200 FUEL/AIR DATA COMPUTER
The affordable Shadin F/ADC-200 Fuel/Air data computer maximizes aircraft

range and fuel economy by providing automatic updat-
ing to your GPS for true air speed, winds aloft, wind
components, density altitude, OAT, pressure altitude,
fuel flow rate, fuel used, fuel required to destination,
fuel endurance, and more.  Interfaces with most pop-
ular GPS units including Bendix King KLN series,
Garmin 150, 155, 165, Trimble 2000/3000 series, and
Arnav. Please specify aircraft make/model, engine
make/model, serial number of aircraft, and GPS
make/model at time of order.           

P/N 10-24768............Call for Price

IMPORTANT: For all Shadin orders, please specify engine make and model number;
aircraft make and model number; specify gallons, pounds or liters on readout and if
Loran or GPS will interface. Specify make and model.

SHADIN SYSTEMS PRICING
Prices for Shadin Microflo, Digiflo, & Miniflo systems vary according to aircraft/engine
models. Call Aircraft Spruce for your best pricing on any Shadin system. Aircraft Spruce
guarantees to meet or beat any competitor's current advertised prices.

FUEL LEVEL SYSTEM 
BY DATCON

This Datcon fuel gauge and senders are designed for
use with 12 volt electrical systems in automotive,
marine and homebuilt aircraft applications. The gauges
have a round 2" diameter case with chrome bezel.
Mounting brackets and instructions are furnished. 240-
33 Ohms.
..................................Gauge No. 100177 with steel

case ..................................................................P/N 100177 ..................$24.00
Lighting Kit (12V) ........................................P/N 06215-00..................$4.55

UNIVERSAL SENDER FOR DATCON GAUGES
This Fuel Level Sender has remov-
able mounting plate which can rotate
180° to mount on either right hand or
left hand position. For tanks 6"-15"
deep. ......P/N 05-16710 ......$29.90

Replacement Gasket for Universal Sender
......................................................P/N 15-4 ............................................$2.95

STEARMAN FLOAT-TYPE FUEL SIGHT GAUGE

Float type fuel sight gauge used in Stearman dusters. Plastic tube
with fuel level marking and 3/4" male pipe thread fitting. 16" long
overall, 8" tank depth.  5-1/2" travel. P/N 10435 ....................$58.50

AN867-6 Aluminum Welding Flange to mate with above gauge.
.......................................................................................... $11.20

SPIRAL ACTION FUEL GAUGE
A precision magnetic gauge for narrow vertical tanks.
Rubber float travels on spiral rod to record fuel level on
hermetically sealed side-reading dial marked E, 1/4, 1/2,
3/4, F. All aluminum construction. Housing has 1-1/2" NPT
male threads for connection to threaded bushing (see
below). Available in three lengths:

Length ‘L’ 15", Float Travel 12-3/4"..........................P/N 05-16900 ........$63.25
Length ‘L’ 19", Float Travel 16-3/4"..........................P/N 05-17000 ........$73.75

Welding Bushings - 6061 aluminum, 2-1/4" O.D.,
1/4" wall. Available in 1" & 2" length. Use with weld-
ing ring to provide base for attaching to fuel tank
with bolts or rivets. Ring may be welded at any
point along bushing to permit depth adjustment.
Specify bushing length. For use with Spiral Action
Gauge.

1"Bushing ................P/N 10362-1......................$5.95
2"Bushing ................P/N 10362-2......................$7.95

Welding Ring - 6061 aluminum, 4-3/8" O.D., 2-1/4"
I.D. to fit above welding bushings. For use with
Spiral Action Gauge.

............................P/N 10363 ........................$4.40

MECHANICAL FUEL GAUGE
Lever-action gauge measures fuel level from full to
empty on fractional dial. Matte-white markings on 2"
black dial with red "No Take-off" sector below the 1/4 full
mark. Cork float has 4" travel. Wire arm 12" long may be
cut off to required length, wire bent to 90° angle to
secure cork float. 1-13/16" between mounting hole cen-
ters. Hermetically sealed dial assembly has magnetically
driven, silicone-damped or position pointer to prevent
flutter. P/N 05-16700 ..................................$47.70
Replacement Float

P/N 05-02694....................................$1.67

LUSCOMBE/AERONCA TYPE FUEL GAUGE
This direct reading fuel quantity gauge is
usable in tank depths up to 9" such as
Luscombe & Aeronca. Not FAA
approved. Excellent for homebuilt air-
craft. Displays fuel level from full to
empty. Size: 1-1/2" diameter face.

Fuel Gauge ..................................P/N 05-00029 ..........................$34.40
Rebuild kit for Fuel Gauge ..........P/N 05-00031 ............................$9.75
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