TELEDYNE ALPHABEAM LED LANDING & TAXI LIGHT

FAA-PMA APPROVED!

Drop-in replacement for traditional incandescent lights. The Teledyne LED Alphabeam landing & taxi light will replace the following incandescent replacement lamps: 4313, 4509, 4591, 4594 and 4596. The ALPHABEAM™ LED LANDING and Taxi Light, incorporating solid state technology, is designed for durability and long life. The ALPHABEAM™ offers an enhanced field of view compared with the incandescent models it replaces, and greatly improves visibility for night landing and taxi operations.

- No need to modify or alter existing incandescent bulbs.
- Patented optical design draws less power, uses less LEDs than other LED based bulbs.
- Significantly longer life than traditional incandescent bulbs.
- Ruggedized for aircraft shock, vibration and temperature ranges.
- Optimized LEDs and Drive electronics for maximum life and brightness.
- No dimming nor loss of intensity across volt age range of 12 Vdc to 30 Vdc.
- Reduced maintenance costs.
- Meets all environmental requirements of RTCA DO-160-E
- FAA/PMA Approved.
- 3 Year Warranty

Specifications:
- Lamp Type: TIR Lens
- PAR36 - LED Technology
- Wattage: 45W • Voltage: 12 - 30VDC
- Bulb Diameter 4.5 inches
- Maximum Overall Length (MOL): 2.75 inches
- Projected life > 5,000 hours
- Moisture Resistant
- 3 Year Warranty

P/N 11-08459 $275.00

SR-M2 LANDING / TAXI NON TSO

- Landing/Taxi • 10x7x3 • 7 oz • 16 Watts 1.1 AMP
- Draw • 3 LEDs • 1050 Raw Lumens • 135 Lux at 10m
- 224 Beam Distance • 13500 Peak Beam Intensity.
- P/N 11-11222 $142.49

SR-M SPOT LANDING LIGHT NON TSO

- Landing • 10x7x3 • 7 oz • 10 Watts .63 AMP
- Draw • 2 LEDs • 1360 Raw Lumens • 151.1 Lux at 10m • 246 Beam Distance • 15111 Peak Beam Intensity.
- P/N 11-11215 $208.99

SR 10 INCH SPOT LANDING LIGHT NON TSO

- Landing • 4x4x14 • 2.11b • 35 Watts 2.4 AMP
- Draw • 10 LEDs • 3400 Raw Lumens • 676 Lux at 10m • 603 Beam Distance • 9100 Peak Beam Intensity.
- P/N 11-11233 $284.99

SR SPECTOR 10 INCH LANDING / TAXI LIGHT NON TSO

- Landing • 4x4x14 • 2.11b • 53 Watts 3.7 AMP
- Draw • 15 LEDs • 5100 Raw Lumens • 345 Lux at 10m • 364.4 Beam Distance • 32200 Peak Beam Intensity.
- P/N 11-11224 $360.99

AML Q-4509 LED PAR 36 LANDING / TAXI LIGHT

LED Q4509 (Non-Polarity Applicable from 9V-36V), approximately 15,000 life hours, specialized structure for heat emission. High brightness (960LM) at low temperature: The temperature of lamp housing stays under 50°C even after continuous lighting for two hours. Non-polarity, applicable from 9V-36V, 15,000 life hours.

P/N 11-11153 $82.95

LED LANDING LIGHTS