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INSTALLATION DRAWING

SPECIFICATION NOTES:

    1.    RF CHARACTERISTICS:
                FREQUENCY    _________________ 960 - 1220 MHz   
                VSWR    _______________________ 1.5:1 MAX    
                POWER    _____________________  PEAK 3KW 
                                                                              AVERAGE 100W                                                                               
                IMPEDANCE    __________________ RF 50 OHMS  
                                                                              DC SHORT CIRCUIT
                POLARIZATION    _______________  VERTICAL 
                GAIN    ________________________ AVERAGE AT HORIZONTAL: 0 dB  
                RADIATION PATTERN    __________ OMNI DIRECTIONAL,   
                                                                               EQUIVALENT OF A QUARTER WAVE STUB

    2.     FINISH:  GLOSS WHITE POLYURETHANE ENAMEL PAINT.
    3.     MOUNTING SURFACE:  CHEM FILM CLASS 3 CLEAR PER MIL-C-5541
    4.     SIDE LOAD:  WILL WITHSTAND 175 LBS.
    5.     APPROVAL:    TSO C74c  (ATC TRANSPONDER)
                                    TSO C66c  (DME)
                                    TSO C112  (ATCRBS / MODE S) CLASS 1A  
                                    RTCA DO-160D ENV. CAT. :[F2X]ACB[S(L)U(F,F1)T(C,C1,R)]
                                                                                 XRFDXSXXXXX[XX]X[XXXX][1A]XX.

    6.     WEIGHT:  .25 LB.
    7.     A11020 INSTALLATION INSTRUCTIONS SUPPLIED WITH ANTENNA.

REVISIONS
REV. DESCRIPTION DATE APPROVED
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