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RED 12 VDC ACL
0" +1.07 ORANGE 12 VDC POS
(20 AWG MIL-22759/43) YELLOW SYNC
BLACK GROUND
1
45 AFEEE
f
(1.42) z z
? / BASE: ALUMINUM 6061-T6 / CLEAR IRIDITE, MIL-C-5541, CLASS 3
LENS: CLEAR POLYCARBONATE / HARDCOATED / FIELD REPLACEABLE
NOTES:
1. SPECIFICATIONS:
OPERATING VOLTAGE: 12 VDC (NOMINAL)
OPERATING CURRENT:
1.7 POS: .2 AMPS
ACL: 3.8 AMPS, PULSE AT 250 ms
FLASH RATE: 45 % 5 FPM
WEIGHT: .20 LBS (REF.)
iais
ins 2. LIGHT SOURCE:
juam ANTI-COLLISION:  LED, WHITE
=
3. UNIT COMPLIES WITH THE COLOR REQUIREMENTS OF
FAR 25.1397(c) FOR AVIATION WHITE, FROM 10 TO 14 VDC
DRAN-pASSAGES 4. UNIT DESIGN TO MEET THE DO-160 TEST CATEGORIES
FACING DOWN AS DEFINED IN THE ENVIRONMENTAL QUALIFICATION
2X (.142) CLEARANCE MOUNTING HOLE FORM 06477
5. TSO-C30c TYPE Il
TS0-C96a CLASS Il & I
2X #4 MOUNTNG HOLE 6. TEST PER ATP 06494
1 21150 MIN. 1| 1| 01-0272083-00 | FINAL ASSY, ORION 550, MODEL OR5501V (12VDC)
1.750 ” _r * * 01-0772070V01 ORIOIN 550 TAIL LIGHT, MODEL OR5501V (12VDC)
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T NATERIAL
SUGGESTED MOUNTING DETAIL - ORION-550 TAIL LIGHT
(VERTICAL MOUNT) (12 voe)
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