
Sealed, VRLA,
LT Technology

The Teledyne Battery Products 7242-16 is a sealed VRLA aircraft battery designed with advanced LT Technology. It deliv-
ers reliable power with a 24V nominal voltage, 16Ah one-hour capacity, and a 25A emergency rate for 30 minutes. FAA-
PMA approved and TSO-authorized, it offers impressive performance across various temperatures, including 1100A IPP 
and 480A IPR at 75°F. Weighing 30 lbs, this non-spillable battery ensures safety and durability.

7242-16
24V, 16Ah

Highlights

TSO Authorized

DO-160E Tested 

18 Month/1800 Hour Capacity Check Inspection

2 Year Warranty

FAA-PMA

Specifications

Nominal Voltage, V 24

One Hour Capacity, C1, Ah 16

30 Minute Emergency Rate, C/2, A 25

Weight 30 lb (13.6 kg)

Power Performance 23°C (75°F) -18°C (0°F) -30°C (-22°F)

Ipp, A 1100 640 495

Ipr, A 480 300 250

Technical
Specifications



teledynebattery.com

Certifications

Beechcraft (Textron) C23, C24R, F33C, V35B, A36, G36, D55, D55A, E55, E55A, 58TC, 58TCA, 76, 95-

55, 95-A55, 95-B55, 95-B55A

Cessna (Textron) F152, FA152, F172N, FR172K, FR182Q, FR182, 152, A152, 172N, R172K, 177B, 

177RG, 180K, 182Q, R182, A185F, A188B, T188C, T206H, TU206G, U206G, 

207A, T207A, 210M, 210N, 210R, P210N, T210M, T210N, T210R, 337H,

FT337HP, P337H, T337H, T337H-SP

Mooney M20J, M20K

Piper PA-31, PA-31-300, PA-31-325, PA-31-350, PA-36-285, PA-36-300

Robinson Helicopter R-44, R-44 II

Socata TB9, TB10, TB20, TB21, TB200

Dimensions (in., [mm])

No STC's or modifications required for any of the models listed.


