
Sealed, VRLA,
LT Technology

The Teledyne Battery Products 7246-20 is a sealed VRLA aircraft battery designed with LT Technology to deliver excep-
tional power and reliability. With a nominal voltage of 24V and a capacity of 20Ah at the one-hour rate, it provides an emer-
gency rate of up to 35A for 30 minutes. FAA-PMA approved and TSO-authorized, this battery ensures outstanding perfor-
mance across various temperatures, including 1250A IPP and 850A IPR at 75°F. Its non-spillable design and compatibility 
with select Air Tractor, Cessna, and Piper aircraft models make it a dependable choice for aviation professionals.

7246-20
24V, 20Ah

Highlights

TSO Authorized

DO-160E Tested 

18 Month/1800 Hour Capacity Check Inspection

2 Year Warranty

FAA-PMA

Specifications

Nominal Voltage, V 24

One Hour Capacity, C1, Ah 20

30 Minute Emergency Rate, C/2, A 35

Weight 43.5 lb (19.7 kg)

Power Performance 23°C (75°F) -18°C (0°F) -30°C (-22°F)

Ipp, A 1250 810 610

Ipr, A 850 550 410

Technical
Specifications



teledynebattery.com

Certifications

Air Tractor AT-402, AT-402A, AT-402B, AT-502, AT-502A, AT-502B, AT-504, AT-602, AT-802, 

AT-802A

Cessna 310R, T310R, 404

Piper PA-31, PA-31P, PA-31-300

Dimensions (in., [mm])

No STC's or modifications required for any of the models listed.


