
Sealed, VRLA,
LT Technology

The Teledyne Battery Products 7638-44T is a sealed VRLA aircraft battery utilizing LT Technology to provide reliable power 
for Citation aircraft models. With a nominal voltage of 24V and a one-hour capacity of 44Ah, it delivers an emergency rate 
of 70A for up to 30 minutes. Weighing 86 pounds, this battery features a temperature sensor connector and includes STC 
kits for new installations. Its exceptional cold-cranking performance (1857A IPP/1247A IPR at 75°F) ensures reliability in 
extreme conditions. FAA-PMA approved, TSO authorized, DO-160E tested, and EASA certified, it is compatible with Citation 
models such as 525, 525A, and others.

7638-44T
24V, 44Ah

Highlights

TSO Authorized

DO-160E Tested 

18 Month/1800 Hour Capacity Check Inspection

2 Year Warranty

FAA-PMA

Specifications

Nominal Voltage, V 24

One Hour Capacity, C1, Ah 44

30 Minute Emergency Rate, C/2, A 70

Weight 86 lb (39 kg)

Power Performance 23°C (75°F) -18°C (0°F) -30°C (-22°F)

Ipp, A 1857 1677 1411

Ipr, A 1247 1051 948

Technical
Specifications
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Certifications STC Kit

Cessna (Textron) -525, 525A, 525B, 525C
-500, 501, 550, 551, S550, 560, 560XL, 650, 680

-SA00797DE
-ST00796DE
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Dimensions (in., [mm])

STC paper work only included in battery box. No aircraft modifications required for these models.


